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DESIGN METHOD FOR FOUR-REFLECTOR TYPE
BEAM WAVEGUIDE FEED SYSTEMS

S. Betsudan, T. Katagi and S. Urasaki

Abstract This article discusses a method for the design of four-reflector type
beam waveguide feed systems, comprised of a conica! horn and 4 focused reflectors, which
are used widely as the primary reflector systems for communications satellite earth
station antennas. The design parameters for these systems are clarified, the relations
between each of the parameter are brought out based upon the beam mode development (3],
and the Independent design parameters are specified. The characteristics of these
systems, namely spillover loss, crosspolarization components, and frequency
characteristics, and thelr relation to the design parameters, are also shown. It is
also indicated that design parameters which decide the dimensions of the conical horn or
the shape of the focused reflectors can be unerringly established once the design
standard for the system has been selected as either (1) minimizing the crosspolarization
component by keeping the spillover loss to within acceptable limits or (11) minimizing
the spillover loss by mgintaining the crossover components below an acceptable level and
the independent design parameters, such as the respective sizes of the focused
reflectors and the dlistances between the focused reflectors, etc., have been established
according to mechanical resfrictions. A sample design is also shown. In addition to
being able to clarify the effects of each of the design parameters on the system and
Improving insight into these systems, the efficiency of these systems will also be
increased with this design method.

1. Preface

Beam waveguide feed systems, comprised of a conical_horn and
several focused reflectors, are widely used as the primary
reflector systems of large diameter antennas, such as
communications satellite earth station antennas or radio
telescopes [1],[2]. Radio waves which have been collected by the
main énd sub-reflectors can be transmitted to a conical horn
which is fixed on the earth through these beam waveguide feed
systems. Because of this, ease of maintenance and application
are provided since the branching feed devices, transmitters, and

receivers connected to the conical horn can also all be

* Numbers in the margin indicate pagination in the foreign text.




established on the ground.

A design method using beam mode development has already been
reported as a method for the design of these beam waveguide feed
systems [3]. In this article, that method is applied to the
design of four-reflector type beam waveguide feed systems which
are being widely used as antennas for satellite communication
earth stations. PFirst, the design parameters and their relatioﬁ
to each other will be explored, and the independent design
parameters will be clarified. Then, the relation between the
design parameters and spillover loss, crosspolarization
components and frequency characteristics in the beam waveguide
feed system will be shown. It will be shown therein that
crosspolarization and spillover loss can be minimized by
establishing the independent design parameters, such as the
respective sizes of the focused reflectors or the distances
between each of the focused reflectors, according to mechanical

restrictions.

2. Design system for four-reflector beam waveguide feed systems

2.1 Essential properties and design parameters

Beam waveguide feed systems are used widely in satellite
communications earth station antennas, etc. The following
conditions must be fulfilled in these feed systems.

(1) In fully directional antennas which perform Dboth
azimuth (AZ) and elevation (El) rotation, the feed horn and
branch feed devices, transmitters and receivers connected to it

must be constructed so that they can be positioned where they



will not be subject to the A,-Eq rotations.

(2) The radio waves collected by the main and sub-
reflectors must be transmitted to a stationary feed horn with low
loss.

(3) The crosspolarized component developed by this beam
waveguide feed system must retain a great deal of polarization
discrimination when used in conjunction with orthogonal bipolar
waves.

(4) Frequency fluctuations in gain and crosspolarization
levels must be minimal across all transmitting and receiviné
bands.

(5) When the objective of the system, such as a satellite,
is tracked by a higher mode monopulse system, +%tracking
performance must not be lost due to the development of
unnecessary higher modes by this feed system.

From these conditions, four-reflector beam waveguide feed
systems which are comprised of 4 focused reflectors and_g conical

horn, as shown in Figure 1, are in wide use. In these feed

Subrefiector systems, the fourth focused
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of the focused reflectors is perpendicular to the central axis of
the beam subsequently reflected from each focused reflector.
The fourth and third focused reflectors face each other with the
By axis as their central axis, while the first focused reflector
faces the conical horn, which is positioned with the AZ axis as
its central axis. The feed horn and feed equipment are stationed
on the ground, with the space between the feed horn and the first
focused reflector fulfilling the role of a rotary joint for A,
rotation and the space between the third and fourth focused
reflectors likewise becoming a rotary joint for E; rotation.
Consequently, the radiation pattern of the horn must be made
radially symmetrical along the A, axis and the fourth focused
reflector must be flat since the radiation properties of the
antenna are unchanged by the A,-Eq rotation.

The design parameters for these feed systems are, as shown
in Figure 2, the aperture diameter and length of the feed horn,

DO’ Rg, the aperture diameter of each of the focused reflectars,

)&795 D1, Dp, Dz, Dy» the distance
Subreflector .
dy .
uth focused reflector Lm{uumrﬂhuw between the center points of each
Dy, fy =00 | D5, 13
Uuus:::iim' - of the focused reflectors, dg»
. " .
Ist focused reflector [91- 93 d1 ’ d2, d3, d4_, the focal gaps
Dy. f
S N
a0 ] 7o 200 focused when the focused reflectors are
Conical horn reflector . '
) 0. 2 replaced with lenses [5], fq, f,,
-
Az oxis £z, and the aperture diameter of
B2 ABRNBRRE—AKBURONH <54 —2 _
Fig-2 - Design parameters of a four-reflector type the sub-reflector ’ D5' The

beam waveguide feed.

subscripted numeral 4, i.e. Dy,

di’ fi, corresponds to the respective numbers of the focused



reflectors.
| The aperture diameter of the sub-reflector, Dg, herein, is
established according to the aperture diameter of the main
reflector to optimize the radiation characteristics of the
antenna, a diameter of 1/10 that of the main reflector normally
being selected [6]. Also. the minimum value which can be
realized fqr dy is determined by the mechanical design of the
main and sub-reflectors. The minimum practical value for ds is
also determined from the mechanical design for Eq rotation, such
as gears, etc. The minimum values for dy and d3 are determined
so that the beam reflected from each of the focused reflectors is
not blocked by one of the other focused reflectors. D3, Dy, and
Dy are preferably large from an electrical aspect, but in order
to keep their overall mechanical size to within desired limits,
an upper limit is established. Also, from the minimum blocking
conditions for Cassegrain antennas [4], D4<P5. Consequently, the
only design parameters which can be chosen with relative freedom
are the focal gaps f; and the dimensions of the feed horn Dg, Rg.
From the above conditions, the following are design goals
for beam waveguide feed systems.
(a) To minimize spillover loss from each of the focused
reflectors.
(b) To minimize the crosspolarized component at the sub-
reflector.
(c) To reduce frequency fluctuations in the electrical

field distribution at the sub-reflector.

In this article, DS’ D4, D3, D2, and D1 and d4, d}, d2, d1,
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and 453 will be given, while the means for unmistakenly
establishing the remaining parameters, fq, f5, and f3 and Dp and
Ro, from the above-mentioned electrical characteristics will be
shown. If, as a result, the desired characteristics are not
obtained, it will be necessary to change the values for the

parameters given above and repeat the method of this article.

2.2 The beam mode between two reflectors

The space between the two reflectors, #1 and #2, shown in
Figure 3, can be considered as only propagating a dominant beam

mode.

First, the constants of the beam radii, @) and R,, on the

second reflector surface, which

is separated from the first

. reflector by a distance of only
. Reflector #1 &

]
N ! Reflector #2 . :
\ prene dy, are derived when the radius

B3 2HORMM .
Fig.3-Two reflectors. of the beam on the reflected side

of the first reflector surface, @, and the curve radius of the

wave plane, R'y, are given. Hereinafter, items denoted with a

" '" are parameter of the reflected side.

The following relations become true when the beam radius of

the beam waste isaq)and the distances from the beam waste to the

reflectors #1 and #2 are zq1 and zo-
,_ Xy
TRy
wo=w, /V1+0}?
2,=R/(1+1/v{*)
1.=2,+d, (2)

(1

Az,

V=

]
rw

* (3)
w3 =ay 14-9]

Ry=2,(1+1/53)



The following formulae are obtained from these relations.

d
v,=v(+-—:-(l+u,")

xan

140}
ws=w,
: ! 1427

Next, the beam mode constant

{4)

Xw, wy
d,

“= (5
when the beam radii on the two reflectors, 4 andw,, have been
provided is defined and the following formula is obtained using

the results of formula (4).

v:=—§i-u‘+z,vuf—1 (g‘=il)
(6)
w.
‘“=m_1"l—‘|‘/"-:"l
1

Consegquently, 1t becomes neceséary for wy to fulfill the
following condition.
uy =1 (7
According to formula (6), two (2) types of beam modes exist
in which @y, &wp and d4 are the same. Now, from the relation
nJETT=ﬁ%§§n=%%iﬁ%+ﬁ0 ®)

€, is represented as follows.

q“sMnG%+£§i Q_” ‘ o

2.3 Relations between beam mode parameters

When the beam radii, ©,, are provided for each of the
reflectors, the following relation exists between the focal gaps,

f,» of each of the reflectors [5) and the beam mode parameters,

using the results from section 2.2.
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Uy S=X W, Dy /( )‘iu)

e.=sign(1/R,+1/d,)

Wherein, R, and R'j, represent curve radii of the wave planes
of the incident side and reflected side of each reflector,
respectively, as the electrical wave advance from the conical
horn toward the sub-reflector, this being a positive value when
the wave plane is convex in relation to its direction of
progress, and a negative value when the wave plane is concave in
relation to its direction of progress.

When the conical horn is a Colgate horn, possessing a
radially symmetrical radiation pattern, v, and @4 possess the

following relation to the parameters of the conical horn, dg, Dp»

and Rp.

Wherein, @5 is 1.5539 when the conical horn is a Colgate

horn [3].
According to formula (10), the following relation exists

between w3, 4, ws, 43, and 44 when the reflector #4 is a flat

reflector.



First, when @3, 64, 43, and d4 @Te given,
v;=-%-u,+l,m ]

4

uy=rayw, /{1dy)

2 12
v,=u;+————7——(d’+d‘) (14+05%)
z W
2
w0y =y ST

l"'ll;’ J

is true, and whenu3, b5, dz, and d5 are givel

@, T
u;=—;’-u;+l, ug' —1

e KWWy
I ERTN) :
K]

’ ld ’
v."v,+;;é—( l+_u,')

1+v} ’
W, =, /—1175"_ ' J

is true.

According to the following results, the independent
parameters which determine the beam mode are dgp, d4, do, dz, dg»
vy, Wy, &2, w3, 5 (or b1y), and €1, €2, €3. Now, according to

formula (11), Dp and Rgp may be selected in place of vq{ and &j-.

AN

2.4 Bpillover loss and design parameters

When the edge level of each of the reflectors is

'Ln(dB)(Ln>O) and the beam radii at each reflector surface is Gy,

the following relation exists between these values.

_D, / 20 )og,o¢
(4)‘-—7 1 (]‘0

Wherein, D, ig5 the aperture diameter of the respective

reflector and e=2.718.
From formula (7) in the previous section, the following

relation must be true between the beam radii of adjacent

reflectors.
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Using formulae (14) and (15), the conditions between the
edge levels of each reflector are determined and the following

becomes true.

L»‘ L-fl él‘: max

Lomas =6.82 (—D—ﬂi%:'—‘—)

L]

In addition, the following relation exists between the edge

level and the spillover loss, APn.

JP,=1-e7t
(A —arx—F, m==1, n=0
=1-(2¢3+1)e™ 0 (@BKRE—4

€—VF, m=0 or -2, n=0)

A
' 201og e

Consequently, according to formulae (16) and (17), a
practical and possible minimum spillover loss amount is derived
when an upper limit is determined for the reflector aperture
diameters and their intervening gaps. Spillover loss thus
decreases as the reflector aperture diameters become larger and

their intervening spaces become smaller. Also, when the maximum

1O Higher beom mode allowable amount of spillover
\,

0.5 AN m=0 or -2

o2 \\(n-o ) loss is provided, the acceptable

Y d N

0.1 N ' edge level range, and

g
g
2 0.05} .
3 t .
= om'ﬁﬁﬂ« \ consequently, the range for wn’
@ ’ N
S L / m= -] h .
2 o0 (n_o_ AN ) can be determined.
8 o.005 N
N s -. —L _. ~ T s
15 20 25 -30. -35 -40 he relation between AP ana

Edoe level of dominont beam mode ( L,dB )

B4 ok AL At ARK Ly 1s shown in Figure 4.

Fig.4 - Relation between edge level and spillover

loss. . According to formula (7), when L,
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is sufficiently larger than ZOloge, the spillover loss (dB) of
the higher beam mode is approximately 2t§ times that of the
dominant beam mode. Consequently, in systems in which the
satellite is tracked by a higher mode monopulse system, it is
necessary to determine the edge level, taking into consideration
loss in the higher beam mode used for error signal detection in

automatic tracking.

2.5 Cfosspolarization component at the sub-reflector

From formula (30) in the referenced material [3], the sum of
the crosspolarization component which has developed through the
four focused reflectors and up to the sub-reflector 1is as
foliows.

1 @ 1 &__a_),_c_-.
Tl ol
eh=(e,Sul-14+5)/u, o8
e'}"=(41\/ u:—l"j)/u:

Wherein, C is the electrical field ratio of the maximum
value for the crosspolarization component and the maximum value
for the principle polarization component at the sub-reflector

position.

Also, since 8y gpnq 82 are values within [0,7], as is clear

from the above formula, a system in which absolutely no
crosspolarized waves are developed cannot be constructed only
from concave reflectors (f,”0). Consequently, a system in which
absolutely no crosspolarization is developed by containing not
only concave reflectors, but convex reflectors as well, can be

realized by providing a two of the beam mode parameters shown in

"



section 2.3 with different parameter functions.
By substituting formula (10) for the crosspolarization

elimination condition C=0,

(e,vﬁﬁtfi+j)(6.;::)+(":‘”i)

' W,

_(.,/:;——x—,')(u,-u;)=o

u, wy

namely, /626

T Lot
IS AT el
uywy - ’u,m,n_'.. .

l,m' (lv,‘:‘vlrf)_’_(v,;v;)

_aVul-1 (v,‘u;)=0

Uy . @y

uy

becomes true. When

-
vy~ vy

S Uy

1]

this becomes a function of the parameters other thaney gng Rq.

@

r_ @

vy =v; - —-u, S
: @,

b=/ T T s
2
I (4 L) - (AT T e AT
2

P d,
7,
is obtained, using the results from formula (20) and formula (6).

According to the second equation of the above formula,
W= r (L L) T

“1+s 2, d;

=y V4]
becomes true, but this is also a function for the parameters

other thanG4 and Ry. Consequently, when formulae (22) and (23)

are used, 1 and Rq become

e, =sign (V)
w.=i\/1+V:
Tw;

u,’=-(—‘JL uy,+V
@y

24
x

2
w,
T4, (1+S8)

[
vy =v) ———u, S=V~
W,

Tw) d,

Avy Vﬁ%-“+$)
1 .

R,
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and@yq gng R1 are derived as functions of the other parameters.
The parameters, DO and RO of the Colgate horn which is being

applied here can also be derived from formula (11).

Consequently, given the values for do, d1, dp, 43, dg» ©3’

s, €, 63, and the frequency, the values for Dp and Rp when the
value for wp fluctuates can be determined. Incidentally, &4 can

be given in place of Wg,

However, there are instances in which the value for Rg which
is derived by the above sort of method is either extremely large

or extremely small, making it an impractical dimension. In this
case, it becomes necessary to find a system which minimizes the
value for C in formula (18). This results in one of the

parameters being derived as the function of another parameter.

2.6 Freguenc characteristics of the electrical field

~distribution aft the sub reflec¥or

The wide band design condition [3],[5] which stabilizes the
beam radius and the curve radius of the incidence wave plane
against the frequency on the sub-reflector using a single feed
horn is the matching of the feed horn image with the position of
the sub-reflector through the reflector systemn.

In the case of a four-reflector beam waveguide feed system,

when the distance between the image on the sub-reflector and the

first focused reflector is d'p» the following becomes true.

13




Wherein,
di/de=1 v

becomes the wide band design condition.

2.7 Belection of design parameters

According to the items explained above, it would be
appropriate to select the following as the design parameters for
a four-reflector beam waveguide feed system.

wavélength D ¥

parameters which determine

the exterior shape of the
system D1, D2’ D3a Da, Ds,
do, d1, d2, d3, 44

primary radiator parameters: Dy (or aperture angle, 2¢o),
RO

beam mode parameters 1 &p, bz, &g, By, &, &3

By selecting parameters in this way, the spillover loss of
the system can easily be determined using formula (17). The
focal gaps of the focused reflectors can also be derived using
formula (10), the amount of crosspolarization developed can be

shown by formula (18), and the frequency characteristics can be

shown by formula (26).

3. Design criteria and a sample design

3.1 Design criteria

When attention 1s paid +to spillover 1loss and
crosspolarization, the targets of design, the following design
criteria are considered in the determination of the beam mode

parameters.

14



(I) The minimization of crosspolarization component through
the maintenance of spillover loss within allowable values.

(II) The minimization of spillover loss through the
maintenance of crosspolarization component at below an allowable
value.

When the exterior shape and the wavelength of the system is
determined through the relation in formula (16), there is a lower
limit to the amount of spillover loss which can be realized.
However, when limits are not placed on spillover loss, the lower
limit for crosspolarizatién component is O, as is understood from
the results of section 2.4 and from the fact that
crosspolarization does not develop when all of the focused
reflectors are flat.

The relation shown in formula (15) exists between the beam
radii, 6, and &1, ON adjacent reflectors and when fhe spillover
loss, AP, namely, L,, for this section is given, the upper limit
for &, is determined through formula (14) and the range for &,

becomes the following.

ld 1
S > oazt -
K,.D,._m,.__,t Doy Komh

1 [2010ge
K=oV~

Normally, the distance between the third focused reflector
and the sub-reflector (d3+d4) is long, the distance between the
second and third focused reflectors (d2) is relatively short, and

the distance between the first and second focused reflectors (d1)

is even shorter. In order to minimize the amount of
crosspolarization between the first and second focused

reflectors, it is necessary that the curve radius of the wave

15



plane on the reflectors is great, in which case, E1=52=1, from

the results of formula (6). Next, it would be appropriate to

make 33#—1 in order to lower the amount of spillover underneath
the limited aperture diameter of the sub-reflector, thus creating
a hegafive curve radius in the reflected wave at the third
focused reflector. In this case, the spillover loss in the
transmission between the second and third focused reflectors
increases, making it necessary to make the edge levels of these
two focused reflectors equal through formula (16) in order to
ﬁinimize this spillover loss. Namely, it is necessary that
Ly=Lz, or that &,/l3=D,/D3.

Also, the design parameters &4 and &4 are automatically
determined when the first focused reflector is a flat reflector.

When the beam radius at the sub—reflector,®5, is selected
within an allowable range from the design conditions of the main-
sub-reflector system, the upper and lower limits for %5 _and 6'3
are determined through formula (27) according to the allowable
spillover loss in the second and third focuséd reflectors. When
this m3 @?) is caused to fluctuate within the allowable range,
the spillover loss increases regularly with increases in£~3, but
whether crosspolarization increases or decreases regularly, the

amount of fluctuation in either case is extremely small.

3.2 Sample design

A case in which the values shown in Table | are given, based
on the thinking in section 2.1, as the parameters which determine

the exterior shape of the system;'i.e. the size of each of the

16



focused reflectors and the distances between the focused

reflectors, will be discussed as a sample design.
Table 1
Design Parameters
D1 2.5m do 2.0m
Do 3.6m dq 5.15m
D3 3.6m do 13.5m

In this case, fy=eo, &1=€r=1, e3=~1, and A =0.124m.

First, the beam diameter on the sub-reflector, @g, and the

dimensions of the feed horn, Dp and Ry, were established, and the

results from determining the spillover loss AP and

8 ; . .

S D - 1.755 m g crosspolarization component C for

g'”“ AL I AP

§ ol ¢ Y the entire system by fluctuating

o ) 0.4 S .

g Lt > § the diameter of the beam on the

= -~ 2

N — ,"0-.2 pand .

g-mr—" iv T8 third focused reflector, @z, are
1 1 1 i

2 1.1 1.15 1.2 1.25 3 . . -~ . .

4 wsm : shown in Figure 5. According to

B5 o lcHTdZERBERG, ALAF—REKD

it

Fig.5- Relation between @, and cross polarization

component, spillover loss.

criteria, (I) or (II).

this, &3 can be determined by

either of +the

above-mentioned

Also, Figure 6 is the result of determining % through the

0.6 -

KA

0.2 F

]

Dg = 1.755m
Rg=7.5m
C=-31a8

A

" i A 1

Sotllover Loss, 4 P(dB)

1.2

6
Amn)

Y4 16 1.8 2.0 2.2
wsim

o, 25t B A A —AAXOEL (BH

Fig'.G- Relation between @, and spillover loss,

design criterion (II) from Figure
5 and then deriving the spillover
loss, using 05 as a parameter.
By these steps, the values for Ws
and @5, namely the shape of the
third

second and

focused

design criterion (1.

reflectors, can be unerringly
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determined according %o fhe dimenéions of the feed horn.

Consequently, it then becomes possible to determine the
parameters which will optimize the characteristics of the system
based on the mechanical limitations of the dimensions of the feed

horn.

The values for d'g/dy and AP(dB), which were obtained by

290 - 13.35° 7 design criteria (I) and (II), by
1.5 ¢ /
2¢p = 10°
j ° using the opening angle of the
1.0
g feed horn, 2¢g, and fluctuating
g
02 the the length of the horn, Rj,
S R TR are shown in Figures 7 and 8.
(g) Frequency choracteristics Rotm)
sof _ Through these sort of steps, the

299 = 13.35°

mechanism for fluctuating the

C{dB)

characteristics of the system

[Vl
wn

become apparent and the values

Ro(m for each of the parameters can be

(b) Cross polarization component . .
unerringly determined based on
7 BRHERDTROL-RERSE, TEARBERT
(4p=02dB)
Fig.7 - Frequency characteristics and cross
polarization component obtained by design

criterion (1), ( 4P=0.2dB). In the system obtained by

the controlled conditions.

design criterion (II), it appears that there is an correlation
between when the spillover loss is minimized and when the
frequency characteristics are optimized, but this is accidental.
This is because spillover loss can be changed by changing the
diameters of each of the focused reflectors without changing the
frequency characteristics or +the <crosspolarization
characteristics.

Similarly, there is no correlation between when the

18
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crosspolarization component is

minimized and when the frequency

characteristics are optimized.

This is because the values for

s 7. 8 9 10 1 a7, dy, as well as for Rp and ¢, can

be changed without changing the

249 = 13.35° spillover 1loss or the

crosspolarization component at

o 4 all, in which case, only the

Spillover loss, 4 P(dB)
I4
[
L ]
' .
- {
A}
L ,
~
.o
[=]
..
g

; 7 g 9 10 n ,; frequency characteristics are
} Sotllover loss RyYmy ,
o changed.
Hs BHEMOTROLARRBE, ACrt—~
A% . . :
Fig-8 - Frequency characteristics and spillover If the antici Pa ted
loss (C=—31dB) obtained by design
criterion (), (C=-31dB). performance is not realized by

the above-mentioned means, the the above-mentioned steps are
repeated, altering the restrictions on the parameters which
determine the exterior shape of the system. For example, it is
desirable to reduce the size of the focused reflectors as much as
possible from the point that it will miniaturize the bean
waveguide feed system and make it more lightweight, but when
spillover loss becomes a problem, spillover loss can be reduced
by altering this restriction and enlarging the reflectors,
without changing any of the other characteristics.

5.3 JValues and comparisons calculated through beam mode
development

Through beam mode development [3] about the designed systemn,
the characteristics of the system can be calculated up to high

beam modes and these results can be compared to the results of
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the design used only with dominant beam mode. Calculations in
this case were made on a case in which the values for design

criterion (II) were 2¢3=13.35° and Rg=7m. Those results are

shown in Table 2.

Table 2
Precision of Design System
Item Design System Beam Mode Devlp.

Crosspolarization Cmpnt C -31 dB ~-31.3% dB
| reflector #1 0.017 B 0.080 dB
Spillover " 2 0.034 dB 0.109 4B
loss (addtn. " #3 0.136 4B ) 0.148 3B
integration) " #4 0.164 4B 0.148 4B
" #5 0.170 dB 0.186 4B

4. Conclusion

The design parameters and their relation to one another for
four-reflector beam waveguide feed systems were clarified in the
above. (I) The minimization of crosspolarization component
through the maintenance of spillover loss within allowable
values, and (II) +the minimization of spillover loss through the
maintenance of crosspolarization component at below an allowable
value were also shown as design criteria by considering the
demands required by the system concerning spillover 1loss,
orqsspolarization component, and frequency characteristics, and
it was shown that the other design parameters could be obtained
when these criteria were implemented and the controlled
‘mechanical conditions, i.e. the sizes of each of the focused
reflectors and the distances between the focused reflectors,. were

provided. The facts that the variation of the wave plane from a

flat plane is small and that the primary beam mode is the
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dominant mode are preconditions for this design method [3], but
these conditions are generally fulfilled in actual beam waveguide
feed systems.

Through a method of this type, in addition increased
understanding of the system and clarification of the influences
each of the system parameters on the characteased
understanding of the system and clarification of the influences
each of the system parameters on the characteristics of the
system, this method also provides increased efficiency in the

design of these systems.
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